Tomar 940N-DCP Digital Control Panel S asrm00n

Operation & Programming Instructions
Emergency Vehicle Warning Lightbar & Auxiliary Accessory Control System
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Tomar 940N-DCP Digital Control Panel Features:
= 3 - Progressive Mode Switches
= 6 - Programmable Auxiliary Switches
= DIM - Low Intensity Activation (Profile N2 Factory Default)
= Traffic Direction - Arrow Selection
= Radio Rebroadcast
= Siren Control
= Program Security - Programming access UNLOCKED (Factory Default)
Features detailed on page 2

Using the Tomar 940N-DCP Digital Control Panel To:

> Control a 930N or 930NH Lightbar - using the Tomar 940N-SIREN

The 940N-SIREN can be used to operate any of the Tomar 930N or 930NH Lightbars. Reference the
1S0940N-SIREN Operation & Installation Instructions.

» Custom Program a single Tomar 940N-DCP

The 940N-DCP Digital Control Panel can be custom programmed.
Page 2 - Detailed Factory Default settings

Page 3 - UNLOCKED programming instructions (Factory Default)
Page 4 - LOCKED programming instructions

» Custom Program another Tomar 940N-DCP - using Tomar 940N-DCP (MASTER)

A custom programmed 940N-DCP (MASTER) can be linked to another 940N-DCP (SLAVE) for rapid
programming download. See page 9 for rapid programming instructions.
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AUX#1

Toggle-On-Off Momentary or Time-Delay

AUX# 2 Toggle-On-Off Momentary or Time-Delay
AUX#3 Toggle-On-Off Momentary or Time-Delay
AUX#4 Toggle-On-Off Momentary or Time-Delay
AUX#5 Toggle-On-Off Momentary or Time-Delay
AUX#6 Momentary Time-Delay or Toggle-On-Off or RRB/MIC Volume

The 3-PROGRESSIVE MODE switches are Toggle-On-Off and are illuminated when activated. Mode 1
activates (1) control wire, Mode 2 activates (1 & 2) control wires and Mode 3 activates (1, 2 & 3) control
wires. Each of the modes can have any, or all, of the AUXILIARY switches custom programmed to
activate when the mode is selected. However, AUXILIARY # 6 can not be associated with a mode
activation when programmed for RRB/MIC Volume control.

The ARROW is a Toggle-On-3 Cycle-Off button. The initial Traffic Direction mode is Left Arrow, followed
by Right Arrow, Center-out and Off. The Traffic Direction selected will be indicated by the arrow display
above the ARROW button.

The 3-PROGRESSIVE MODE and ARROW features override each other, Activating a Mode switch will
deactivate the Arrow function and activating the Arrow function will deactivate the Mode switches.

The DIM switch is a Toggle-On-Off and is illuminated when Low Intensity Warning Light is activated.

The OFF switch will deactivate the active switches in the following order; 3-MODE switches or ARROW
switch, and all AUXILIARY switches. The first press of the OFF switch will deactivate the 3-MODE
switches or the ARROW switch, and the second press will deactivate all the AUXILIARY switches. When
programmed as RRB/MIC volume control, the AUXILIARY # 6 can not be deactivated by the OFF switch.

The SIREN OFF switch is Toggle-On-Off and is illuminated when OFF. With SIREN OFF, the MANUAL
tone (Manual WAIL) and HORN may still be activated. The status of the SIREN OFF button will be
retained even when power is removed from the 940N-DCP. When programmed for Independent control,
the SIREN OFF status will not be retained when power is removed.

The SIREN TONE and MANUAL secondary fone can only be activated in Mode 3, and will be Off or On
based on the last state of the SIREN OFF button.

The TONE switch allows the operator to change the selected tone to any 1 of 4 tones programmed as
WAIL, YELP, HI-LO or ALERT. The factory default tone is WAIL. The last tone selected will remain the
initial tone until the operator selects another. If power is removed, the default tone is restored.

The MANUAL button, when the SIREN Tone is not activated, will momentarily sound the MANUAL WAIL
Tone. When the SIREN Tons is activated, the MANUAL button sounds the associated secondary tone
for 4.5 seconds, or until the MANUAL button is pressed again. The factory default secondary tone for
WAIL is YELP. The 4 TONE positions (WAIL, YELP, HI-LO and ALERT) all have an associated
secondary tone, which can be custom programmed to any 1 of the 7 available tones.

The HORN bution is a Momentary switch which activates the 940L-SIREN Electronic Air Homn,

The RRB (RADIO REBROADCAST) Toggle-On-Off button when activated will transmit radio or dispatch
audio through the 940N-SIREN.
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